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SY230NT 2/4 – PV4 / SV4 Serial Controller Specification 

 

Items Specs Items Specs 

Number of cards 
(holder name) /records 

9,999 / 4,100 Controller ID 0001 - 9999 

Number of readers 4(2in,2out)、8 (4in,4out) Indicator 8 LED  

Door control 2 / 4  Keypad input 16 key keypad 

Reader technologies  SYRIS RS485 / Wiegand (2 / 4) LCD display 8 x 2 / 16 x 2 

Baud rate 19,200 bps ( 4,800 ~ 115,200bps) Speaker output Beep built-in / Speak 0.5 W 

Input Points 4/ 8  (Expandable to 128)  (DI5~ DI8 and W3~W4 shared) 

Communication 
connection RS485 (4A, 4R), Wiegand (compatible with 26/32/34/35/37/42/50/66 bit)  

Control relay output 2 / 4 (Expandable to 128) Anti-pass back 
Up to 3 level of local and/or 
group anti-pass back 

Communication ports RS485, 2 Ports 
Operating 
temperature 

-20℃to 70℃ 

Timer / Time Zone 32Timer / 60 Time zones Storage temperature -40℃to 80℃ 

Group and APP Set / 
Holidays 

64 Group / 366 holidays Humidity 10% to 95 %  

Dimensions (mm) 
122.5(W) x 117(H) x 25(D) 
137(W) x 180(H) x 54(D) 

Power supply DC 8V to 24V 

Power consumption 0.5 W / 2.5 W 



 


